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СНАРТЕК 1 


INTRODUCTION 


PURPOSE 


The purpose of this research was to investigate the relationship between Design 


Input Index, as developed bv James A. Broaddus in his dissertation, Design 





and Project Success, and change behavior of militarv construction projects. Change 
behavior included investigation of total changes, the cost of changes, change categories 
which represent design errors and omissions, and unforeseen changes. The goal of 
this work was to develop a statisticallv-based mathematical model to predict change 
behavior on large Navv projects if the Design Input Index was known. Havinga 
model would allow executives and managers within the Engineering Field Division and 
the Resident Officer in Charge of Construction to predict the number and categorv of 
changes which might occur on a given project. This tool would be verv powerful in 


decisions regarding allocation of the limited resources within the organization. 
SCOPE 


This research studied 55 projects within the Southeast United States. These 
were the same projects that Broaddus used in his dissertation. The Design Input Index 
numbers he developed were compared with project change information provided by 
Southern Division, Naval Facilities Engineering Command. The only change 
categories considered in the analysis were those that indicate an error or omission in the 


1 





design, and unforeseen conditions. The total number of changes and their associated 
costs were also included. These categories were chosen from the manv available 
because they tie directly into the idea that a more well defined project will have fewer 
changes required and fewer mistakes. The analysis centered on finding a suitable 
Statistical model for each category that could be used to predict the value based on a 


known Design Input Index. 


to 





СНАРТЕК 2 
THE NAVV AS AN OWNER 
ORGANIZATION 


Like all large corporations, the United States Navv has a large number of 
facilities that must be maintained for the operating forces to be able to carry out their 
varied missions. The Navy must have facilities for submarines, surface vessels, and 
aircraft. There are also requirements to provide and maintain facilities for logistics, 
communications and personnel support facilities such as commissaries, exchanges, 
recreation facilities, etc. To meet these requirements in a changing world, the Navy has 
a Capital improvement program called the Military Construction Program (MILCON). 
This program typically involves approximately $2 billion per year. This program 
replaces old and inefficient facilities and provides facilities needed because of new or 
revised missions for the operating forces." The Naval Facilities Engineering 
Command (NAVFAC) is the Navy's organization that administers and controls the 
MILCON Program. Figure 2-1 shows how NAVFAC fits in to the overall Department 
of Defense (DoD) and Navy organizations. NAVFAC is geographically organized into 
Engineering Field Divisions (EFD). These field divisions handle the actual 
accomplishment of major projects from conceptual planning through the final turnover 
to the using activity. Figure 2-2 is the Southern Division of NAVFAC Organization 


Chart. 


lJames A. Broaddus, Design Effectiveness in Construction: The Relationship Between Inputs 
to the Design Process and Project Success, Unpublished Dissertation, University of Texas at Austin, 
May 1991, p. 30. 
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FIGURE 2-1: NAVFAC IN THE DEPARTMENT OF DEFENSE 
ORGANIZATION 


All data used in this research came from the Southern Division of NAVFAC 
(SOUTHDIV). This EFD covers the geographic region in the Southern U. S. from 
South Carolina to New Mexico. It includes the states of South Carolina, Georgia, 
Tennessee, Florida, Alabama, Mississippi, Arkansas, Louisiana, Texas, Oklahoma, 
and New Mexico. There are 30 significant Navy shore installations, six Air Force 
bases and one Army activity within the area of responsibility. Most of the 1,000 people 


employed by SOUTHDIV are involved in conceptual planning, design, project 





management, and construction activities. Most of those emplovees are based at the 


division's headquarters in Charleston, South Carolina. 


The EFD organization is divided further into field offices that handle the 
administration of the contract for a project once it has been awarded. These offices are 
the Resident Officer in Charge of Construction (ROICC). Within the ROICC office, 
there is a project team that handles contract administration. This team consists of a 
Project Manager, who is either a Navy Civil Engineer Corps Officer or a GS-11/12 
Civil Service engineer; a Construction Representative, who inspects the on-site work 
for conformance to project plans and specifications; and a Contract Specialist, who 


assists in handling the contractual matters associated with the project. 
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FIGURE 2-2: SOUTHERN DIVISION ORGANIZATION CHART 





CONSTRUCTION PROCESS 


The MILCON process begins years before any actual construction work is done 
on site. It starts with an activity having a requirement for a facility. This requirement 
can be generated locally at the affected base, or it may be generated by the needs of a 
new weapons system or a change in mission. After the requirement is identified, a 
project is submitted through the operational chain-of-command to the Chief of Naval 
Operations for validation. If the project is validated and is of high enough priority, it 
will become a part of the Six-Year Defense Program (SYDP). Not all Navy 
construction projects are a part of the MILCON process. In some instances, operations 
and maintenance funds may be used for construction, but the most complex and 
expensive projects performed are a part of the MILCON program. Each year, the 
Congress approves and funds each Navy new-construction project over $200,000 as an 
individual line-item of the Department of Defense's overall budget. This process is 
very competitive given the limited amount of funds available each year for overall 


defense spending. 


When a project is within three years of its budget year, the planning process 
begins in earnest. Scope is defined further so that there is sufficient information 
available to progress with design authorization. In this stage, the EFD Planning 
Department has control of the project. Once the project is "Certified Ready for Design" 


and the project is within two years of its budget year, design of the project can begin. 


The selection of the project A/E is based on qualifications per the Brooks Act, 


which is discussed later in this chapter. After the contract is negotiated, the A/E can 





begin work on the detailed design. This period of the project is critical. The A/E must 
have the 35 percent design completed by the September that is 14 months before the 
project's scheduled budget year. If they do not meet this milestone, the project will 
either be pushed back two years or it may be cancelled in its entirety. This situation is 


driven by Congressional requirements. 


With the 35 percent design complete, the project goes into the President's 
budget submission to the Congress for the DoD. It must then go through hearings 
within a number of subcommittees and committees within both houses of the Congress. 
If the project survives as a part of the Congressional budget process and is passed into 


law, it becomes legal for the Navy to enter into a contract to build the project. 
CONTRACTING 


There are several documents that implement Federal laws relating to 
construction within NAVFAC. These documents are part of a hierarchy, with the first 
having greatest power and the most generality. The lead document is the Federal 
Acquisition Regulations (FAR). These regulations govern all Federal procurement. 
The Department of Defense has a supplement to the FAR that publishes specific 
regulations pertaining to the DoD (DFARS). The Navy's supplement, the Navy 
Acquisition Procedures Supplement (NAPS), covers Navy-specific requirements. 
NAVFAC has its own Contracting Manual (P-68) which contains specific regulations 
applying to NAVFAC procurement. The standard method within NAVFAC and within 
the DoD for contracting for both A/E services and construction is the fixed-price 


contract. 





A/E contracting is governed by the Brooks Act, which requires selection based 
on qualification with a contract price to be negotiated after selection is made. Price does 
not enter into consideration during the evaluation of a prospective A/E's qualifications. 
Generally, a change to the A/E contract will be negotiated at the start of construction for 
the designer to provide services such as submittal review during the construction 
period. The A/E is available as a resource for the ROICC in any questions regarding 
the design. A significant problem occurs with this contracting method during 
construction when changed conditions are encountered in the field or when the 
customer has a mission change requiring modification of the facility. Because of 
contracting regulations, a modification to the A/E contract must be negotiated before 
beginning design work required by a changed condition. This problem can result in 
delays in the field while the EFD negotiates the contract change with the A/E. 
Alternative contracting strategies, such as cost-plus design contracts, are allowed by 


the regulations, but their use is limited. 


Construction contracts within NAVFAC are almost exclusively competitively- 
bid, fixed-price contracts. Any contractor with experience and sufficient financial 
strength may bid on NAVFAC work. There are certain special programs, such as the 
Small Business Administration Section 8(a) Program, which exclude some bidders. 
These programs are in place to encourage success in the targeted businesses. Most 
MILCON projects have a general contractor who coordinates construction of the 
facility. Since 1988, most MILCON projects are bid on an unrestricted basis. 
Previously, many large projects had been "set-aside" for small business 


accomplishment. 





Administration of the construction contract after award is the responsibilitv of 
the ROICC. The ROICC's Project Manager is the contractor's primarv contact with the 
Navv for the dav-to-dav construction business. The Contracting Officer is the official 
government representative to the contractor. He is the person who has the authoritv to 
obligate the government for anv additional monev or time that mav arise out of a 
changed condition. This individual may be either a Civil Engineer Corps Officer or a 


Contract Specialist (1102 Series Civil Service employee). 
CONSTRUCTION CHANGE PROCESSING 


A formal procedure exists to handle changes on all NAVFAC construction 
contracts. The basic procedure is the same regardless of the amount of the change. 
Only the amount and detail of the documentation is different. What are called "change 
orders" in construction jargon are "Contract Modifications" to the government. A 
contract modification begins with a problem that is not covered within the contract. A 
letter from the contractor or a field observation starts the process. The Project Manager 
must do a quick estimate for the changed work to determine if there will be additional 
cost. At that point, he then makes a funding request through his Construction Area 
Manager in the Construction Division (Code 05) of the EFD. The Area Manager is a 
Civil Service engineer who is the central point of contact at the EFD for the ROICC. If 
the change is complex, the Project Manager also contacts the A/E to get design 


revisions for inclusion in the Request for Proposal (RFP) to the contractor. 


After the contractor receives the RFP, he has a given amount of time to forward 


his proposal to the ROICC's Project Manager. Once the proposal is received, the 





Project Manager and Contract Specialist, as a team, develop the Government Pre- 
negotiation Position for review and approval bv the Contracting Officer. After the 
Contracting Officer's approval, thev mav then conduct negotiations with the contractor 
to determine a fair and reasonable price in monev and time for the contract modification. 
Following completion of negotiations and the Contracting Officer's approval of the 
negotiated amount, a formal contract modification is signed bv the Contracting Officer 


and the contractor. Field work mav start after the modification is signed. 
SOUTHERN DIVISION CONSTRUCTION MANAGEMENT SXSTEM 


The Construction Management Svstem (CMS) is the management information 
svstem used bv the top executives within SOUTHDIV to track progress on all 
construction projects. An important component of the svstem, which has particular 
bearing on this research, is the modification tracking system. Each contract 
modification has a reason code that gives the executive a general explanation of why the 


change occurred. There are many category codes available. 


Two of the codes are particularly associated with errors or omissions in the 
project design. "EROM" stands for "Error or Omission.” This category is used if A/E 
liability for the change is being investigated or if the A/E has agreed to pay for part of 
the change work. "DSGN" stands for "Design Deficiency." It is used when there is a 
designer mistake or a design omission for which the A/E has been found not 


responsible. The category "UNFO" covers unforeseen conditions. 


One problem that occurs with the coding system is the determination of A/E 


liability for a change. Both EROM and DSGN codes require a determination of A/E 





liabilitv for the changed condition. That is an extra step in the process of obtaining 
funds to execute a contract modification. In some cases, it is not obvious whether the 
A/E is liable. When that occurs, there can be delav in receipt of funds at the field level. 
On an item that has impact on the critical-path of a project, that delav can create 
entitlement to compensation for extended overhead expenses for the construction 
contractor. Delav costs are verv expensive and thev do not buv anv additional 


construction. 


Assignment of the reason code is normallv made bv the Construction Area 
Manager in Code 05 at SOUTHDIV. The code must be included in a request to Project 
Management (09A2) for funds to begin the modification process. The Project Manager 
in the field office may have input into the reason code, but the Area Manager makes the 
final determination. Sometimes, to speed up release of funds to the field, the Area 
Manager codes a change that perhaps could fall in the EROM or DSGN categories as 
UNFO. Coding the change UNFO eliminates the need for analysis to find out if the 
A/E is liable for the increased costs. This could cause the statistics reported by change 


code to be inaccurate. 
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СНАРТЕК 3 


DESIGN INPUTS 


Design is a verv complex process that takes the owner's ideas and desires and 
transforms them into drawings and specifications that are used bv a constructor to build 
the desired facilitv. Manv decisions take place in this process that will affect the 


completed facilitv. 


The Construction Industrv Institute (CII) established the Design Task Force in 
the spring of 1984 to studv the management of design. Thev organized their studv into 
three general areas: inputs to the design process, the design process itself, and outputs 
of the design process.? In Publication 8-2, Input Variables Impacting Design 
Effectiveness, the task force identified the ten input variables having the greatest impact 
on design effectiveness. They are:? 

e Scope Definition 

e Owner Profile and Participation 

e Project Objectives and Priorities 

* Pre-Project Planning 

* Basic Design Data 

* Designer Qualification and Selection 
* Project Manager Qualifications 


* Construction Input 


ŻConstruction Industrv Institute Design Task Force, Evaluation of Design Effectiveness, 
Publication 8-1 (Austin, TX: Construction Industrv Institute, 1986), p. 1. 


3Construction Industry Institute Design Task Force, Input Variables Impacting Design 
Effectiveness, Publication 8-2 (Austin, TX: Construction Industry Institute, 1987), p. v. 
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* Type of Contract 


* Equipment Sources 
NAVFAC DEFINITIONS OF THE INPUT VARIABLES 


The CII definitions of each of these terms were oriented toward private sector 
work. In his dissertation, Broaddus defined each of these variables in Navy 


terminology. The discussion that follows center on those definitions. 
SCOPE DEFINITION 


"Scope Definition" in the NAVFAC sense is the process of filling in project data 
listed on the Department of Defense Project Documentation Form (DD-1391). 
Theoretically, if the form is completed properly, the designer will have the information 
required to design the project efficiently and with minimum changes. Information 
required to complete the form includes size, functional requirements, budget, project 
requirements, etc. Unfortunately, this process does not always work as intended. 
Because of recent problems with this process, NAVFAC instituted a new program in 
1988 to improve scope definition. This program is "Certified Ready for Design." 
This process is to take place before detailed design begins. It involves a comprehensive 
review of environmental impacts of a facility and numerous special features and 
requirements typical for the particular type of facility being considered. It includes any 
special construction considerations, long-lead item procurement, real estate and land 
acquisition issues, and seismic requirements. The scope needs to emphasize, or 
perhaps even prioritize, features required in case tradeoffs are required as the design 


develops. Ultimately, scope definition is a description of what the facility must do for 





the user. It must be clear enough so the A/E can translate it into meaningful plans and 


specifications.* 
OWNER PROFILE AND PARTICIPATION 


Broaddus defined this input item as the "Participation of the facility user, major 
claimant and local activity in providing timely and accurate project requirements and in 
effective and consistent decision-making throughout the planning and design process.'? 
This input variable is difficult. In the traditional sense, NAWFAC is the owner's 
representative, but the user, major claimant and local activity fulfill the role envisioned 
by the CII definition of this variable. They are responsible for executing their mission 
once the facility is completed. Changes in their mission requirements drive changes in 
the design, and their input is critical to ensuring the facility will satisfy their needs. 


NAVFAC'S role is covered later under Project Manager Qualifications. 
PRE-PROJECT PLANNING 


The closest approximation of this input variable in NAVFAC is the project 
acquisition strategy. Broaddus defined it as the "Adequacy of the acquisition strategy 
for completing the project in an efficient manner..." The acquisition strategy is the 
plan for construction and procurement that is determined at the EFD in the early stages 


of a project. 


4Broaddus, pp. 66-67. 
SIbid., p. 68. 


ĊIbid., p. 68. 
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PROJECT OBJECTIVES AND PRIORITIES 


This input variable covers the project objectives that are most important to the 
user and major claimant. Thev are defined in terms of functional requirements, 
importance of aesthetics, project execution schedule, expandabilitv, level of 
technology, initial operating date, etc.” There is no special effort to define specific 
project objectives in writing. The ''Certified Readv for Design' program deals with 
objectives, but they are not specifically addressed. Usually, the main project objective 
for the user is to have the facility available when needed for some critical mission 


requirement. 
BASIC DESIGN DATA 


The adequacy of NAVFAC Guide Specifications, design manuals, and standard 
designs for a particular type facility are a part of this input variable. Also included is 
the adequacy of any user supplied basic data for unique or specialized-type facilities 
(1.e., process requirements, environmental controls, etc.), and the extent to which basic 
design data was beneficial and not a constraint to the design process.5 NAVFAC's 
standard publications and guide specifications provide guidance to the A/E in the 
preparation of the design for a project. In some cases, the basic design data are out-of- 


date and prevent the A/E from specifying a newer, more efficient process or product in 


the facility. 
7[bid., p. 69. 
ĠIbid., p. 70. 
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SELECTION AND QUALIFICATION OF DESIGNER 


The selection of designers for NAVFAC projects falls within the Brooks Act. 
This law specifies that designers must be selected on the basis of technical merit and not 
cost considerations. A/E's are selected on technical performance, management abilitv, 
experience with similar projects, capacity to handle the work, etc. Only after selection 
is made is the pricing of services negotiated. This process generally produces a quality 
selection, but, because not all firms are alike, there is significant variance in 


performance by A/E's on NAVFAC projects.? 
PROJECT MANAGER QUALIFICATION 


Broaddus defined this input variable as the impact of the NAVFAC Engineering 
Field Division people assigned to the project, their qualifications, the consistency of 
personnel assigned (turnover), and their contribution to the project.1% There is a 
Project Manager in Code 09A2 who is theoretically responsible for the project from 
conception to completion. However, during various phases of the process, certain 
other people exercise what would normally be thought of as project manager 
responsibilities. During the planning phase (conception to design authorization), the 
Head Planner is the lead. At design authorization, the project is turned over to the 
Project Manager, who takes it to completion. During the design phase, there is an 
Engineer-in-Charge in Code 04 (Design Division) who keeps up with the designer's 
progress and is the A/E's primary contact at the EFD. During Construction, the 
Construction Area Manager in Code 05 (Construction Division) is involved with 


?Ibid., p 
101bid 


———*› 


р. 70-71. 
p. 71. 
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Coordination at the EFD for the project. The final plaver is the ROICC. He is the 
Navy's representative to the construction contractor. He is responsible for the project 
execution in the field from award through completion and startup. Any evaluation of 
input variables is effected by all these players, so the definition includes the entire EFD 


project team. 
CONSTRUCTION INPUT 


This input variable is the thoroughness of construction input provided during 
the design phase from contractors, Construction Division personnel, and ROICC 
personnel concerning the availability of labor and materials, appropriate construction 
methods, sequencing of work, practical advice on field conditions, etc.!! There is 
generally little construction input during the design phase of a project and the input that 
does occur comes very late in the process. A constructability program as advocated by 
CII is not in place. The Construction Area Manager and ROICC personnel review the 
design at various stages of completion and make written comments. The only review 
by contractors occurs after the project is out for bids and the contractors ask questions 


to clarify the designer's intent on a specific item or section of the project. 
TYPE OF CONTRACT 


Broaddus defined this variable as the effectiveness of the A/E contracting 
process (1.e., length of the contracting process and its impact on project schedule, 
methods for handling scope changes, Government design review procedures, level of 


responsibility and authority given to the designer, etc.).12 The type of contract used for 


llIbid., p. 72. 
12Ibid., p. 72. 
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A/E services within NAVFAC is almost exclusively the fixed-price contract. This can 
have significant impact on project schedule if a change to the contract is required. 
Regulations require that a negotiated contract change be executed before any work by 
the A/E. This involves Contracts Department actions that sometimes include significant 
processing time. Sometimes this problem is overcome by the A/E proceeding with the 
work at his own risk, but the Government ends up paying for the A/E's risk. The trend 
is for more control of the process by Contract Specialists to ensure both Government 
and A/E compliance with current procurement regulations. New procedures may have 
impact on this input variable, but all 53 projects considered in this research were 


designed before the procedural changes took place. 


EQUIPMENT SOURCES 


This variable is the completeness, timeliness and firmness of vendor and 
Government furnished equipment data. The impact of this variable will depend on the 
type of project being considered. Generally, most commercial-type facilities do not 
have Government furnished equipment. All equipment is specified as part of the 
construction contract and the contractor handles all procurement. In some industrial 
facilities, the Government provides equipment and the accuracy of forecasts for this 
equipment can have an impact on design effectiveness. The Government must be able 
to give the A/E a manufacturer for a particular piece of equipment and the manufacturer 
must provide data regarding size, power requirements, etc., for the designer to 
complete the design. If this information is not accurate or is late, it could have an 
impact on the project schedule. Also, if equipment is a part of the construction 


contract, the specifications may not favor any particular manufacturer over another. 
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The specification must allow competition between equipment sources. This can 
sometimes make it difficult for the A/E to get the equipment he desired when he 


designed the facility. This is a problem area for NAVFAC.!? 
DESIGN INPUT INDEX 


To tie all these input variables together and provide a meaningful research tool, 
Broaddus developed a questionnaire to quantify the impact of each of the input 
variables for the projects he studied. He used the objectives matrix technique and, in 
the process, developed a measure of design input called the Design Input Index. This 
index varied from 100 (very poor) to 1000 (superior). This research studied the same 
55 projects as Broaddus and used his Design Input Index values for comparison with 
change information on those same projects. The objectives matrix technique is 
explained in great detail in CII Source Document 22, Objectives Matrix Values for 
Evaluation of Design Effectiveness, by John O. Stull, Jr. and Richard L. Tucker. 


I3Tbid., p. 73. 





СНАРТЕК 4 
RESEARCH METHODOLOGX 
DATA GATHERING 


As mentioned in the previous chapter, data for Design Input Index came from 
Broaddus. Input index and general project information were placed in a spreadsheet in 
Microsoft Excel for use as a database in the analysis. Data for changes on those same 
projects came from Southern Division. This information was available directly from 
the Construction Management System database. It came in the form of a project 
printout with all changes listed by category, cost and description. Change category and 
cost figures were entered in the database for use in the analysis. Primary emphasis was 
on the number of changes in the EROM, DSGN and UNFO categories. EROM and 
DSGN were chosen because they reflect problems with the project design. Since 
Design Input Index is a measure of the quality of the design, the categories tied to the 
design should have some relationship with the input index. UNFO was chosen 
because of the assumption that a more well defined design should have fewer 
unforeseen conditions. Total changes, the total cost of changes on each project, and 
costs associated with each change category were also considered important because 
they gave some indication of the overall change behavior of the projects and tied an 
important asset, money, to the analysis. There was no further investigation into the 
specific work accomplished in each contract modification, because the emphasis of this 


research was on overall change behavior by change category. 
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ANALYSIS METHODS 


The primary analysis methods were correlation analyses using least-squares 
principles. Several computer software packages were used for various parts of the 
analysis. StatWorks™ by Cricket Software, Inc. was the first package employed and 
was used for the statistical analysis. It provided information regarding the Coefficient 
of Determination, R2, for each of the comparisons. To provide a check on 
StatWorks™ and to confirm the results, DeltaGraph™ by Deltapoint, Inc. was used. 
DeltaGraph™ also was used for the graphics in this report. Microsoft Excel was used 


for the database. 


Statistical comparisons were made using the "curve fit" or "regression" options 
on both programs. The independent variable in the analysis was the Design Input 
Index for all projects and the dependent variable was number of changes or change cost 
for a specific category for all projects. The input index and change data for a specific 
project were matched together to create a data point in a two-dimensional plot. The 
initial focus of the study was to develop an easy to use linear model to relate design 
input index to changes on projects. Because of this, the first comparison done was a 
linear regression. Before any computer analysis could begin, the cutoff level for the 
coefficient of determination, R?, had to be defined. From Young's Statistical 
Treatment of Experimental Data, there was a 10 percent probability that a R? value of 
0.23 could be exceeded by random chance with 55 observations.!* Since the sample 
for this research was 55 projects, a R? level of 0.23 could occur even if the variables 


being compared had no correlation. The value of the coefficient of determination for a 


14Hugh D. Young, Statistical Treatment of Experimental Data (New York: McGraw-Hill 
Book Company, Inc., 1962), p. 16. 





model to show a minimal relationship in this research was set at 0.40. This cutoff point 
was selected so low because the data come from different projects with different 
management and ideas regarding the importance of the categorv coding svstem. The 
variables had to be related beyond that which could be expected because of random 


matching. 


To do the analysis, StatWorks™ used the principles of least-squares. The 
program took the data sets for each comparison and fit the "best line" to the data. The 
assumptions made in the program follow those of standard least-squares theory.!? The 
theory is explained in great detail in Draper and Smith's book, Applied Regression 
Analysis.!© The concept most important to this research was that the R2 value showed 
whether the variables being compared had a reasonably linear relationship. If two 
variables could have a perfect linear relationship, the R? value for the comparison of 
those two variables would be 1.0. In practice, and with data from different sources 
subject to personal biases, a value of 1.0 would be impossible. Based on the previous 
paragraph, a RŻ value of 0.23 could occur with 55 random observations, so if a value 


of 0.23 or below were to occur, that comparison would not have a linear relationship. 


StatWorks™ can also do polynomial regressions. The program used least- 
squares principles for the polynomial analysis. Polynomial regressions of various 
degrees (2nd, 3rd and 4th) were also done on each data set. The program gave the 


same basic information about each polynomial comparison as it did for the linear 


15јатеѕ Raffertv, Richard Norling, Robert Tamaru, Charles MeMath and Dave Morganstein, 
StatWorks™ (Philadelphia, PA: Cricket Software, 1985), pp. 53-59. 

16N, R. Draper and H. Smith, Applied Regression Analysis (New York: John Wiley & 
Sons, 1981), pp. 8-40. 
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regression analysis. The key statistic was RŻ. The same cutoff level of 0.40 for a 


good model in linear regression was used in the polvnomial analvsis. 


The final comparison done as part of the analvsis was to see if a logarithmic 
curve would "fit" the data. To do this in StatWorks™, the data for the dependent 
variable had to be transformed to logarithm by the program. Once this step was 
complete, a linear regression could be done to define the curve. The results were the 
same as the linear regression done earlier. The coefficient of determination, R?, was 
the important result. The value for determining whether the model was satisfactory was 


the same as for the linear regression. 





СНАРТЕК 5 
PRESENTATION OF DATA 


The projects studied in this research were all within Southern Division of 
NAVFAC. They all had a dollar value over $2 million and were all finished or 
scheduled to finish within a one-year window around July 1990. The cutoff date for all 
information included in the analysis was July 1990. A detailed listing of the data in 


spreadsheet format is in the Appendix. 
DESIGN INPUT INDEX 


Design Input Index varied from a low value (worst) of 158 for the Electrical 
System Distribution Improvements at the Naval Shipyard, Charleston, South Carolina 
to a high value (best) of 800 for the Ship Berthing Improvements at Naval Station, 
Mayport, Florida. Figure 5-1 shows the variation in Design Input Index for the 55 


projects. Each bar is a project. The average Design Input Index was 572. 
CHANGE DATA 


The total number of changes had a low value of 4 for three different projects. 
Those were the Drydock Pumphouse at Naval Shipyard, Charleston, South Carolina; 
the Reserve Training Center in Greenville, South Carolina; and the Magazines - Phase | 


in Ingleside, Texas. Figure 5-2 shows the variation in Total Changes. 


The variation in the total cost of changes is shown in Figure 5-3. The low 


dollar-value of changes occurred on the Missile Magazines at Charleston Naval 
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Weapons Station. This project had a net credit back to the Government for changes of 


over $14,000. The high project was the Electrical Svstem Distribution Improvements 


at Naval Shipvard, Charleston, South Carolina with a total change cost of $2.1 million 


on a contract originally awarded at $4.9 million. This project had a current value in 


July 1990 of $7 million. 


DESIGN INPUT INDEX 
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FIGURE 5-1: DESIGN INPUT INDEX 


For the purposes of this research, changes in the EROM and DSGN categories 


were combined in the analysis. This was done because both categories concern design 


errors and the number of EROM changes was so small that no meaningful analysis 


could be done on that category alone. Figure 5-4 show the total number of EROM and 


DSGN changes. There were two projects that had no EROM or DSGN changes. They 


were the Headquarters Support and Telephone Building at Naval Station, Ingleside, 





Texas and the T-45 Squadron Maintenance Facilitv at Naval Air Station, Kingsville, 


Texas. The project with the highest number of EROM and DSGN changes was the 


Aircraft Structural Repair Facilitv at the Naval Aviation Depot, Pensacola, Florida with 
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FIGURE 5-4: NUMBER OF EROM+DSGN CHANGES 





The cost of EROM+DSGN changes is shown in Figure 5-5. The two projects 
with no EROM or DSGN changes also had no cost associated with those two 
categories. Thev were not the low projects, however. The Ship Support Complex at 
Naval Station, Ingleside, Texas had a EROM 4 DSGN cost that was a credit to the 
Government of $42,282. The high project was the Modifications to the Bachelor 


Enlisted Quarters at Marine Corps Air Station, Beaufort, South Carolina. 
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FIGURE 5-5: EROM + DSGN CHANGE COST 


The total number of UNFO changes is shown in Figure 5-6. The project with 
the most UNFO changes was the Electrical System Distribution Improvements at the 
Naval Shipyard, Charleston, South Carolina. There were five projects that had no 


UNFO changes. They were the Missile Magazines at the Charleston Naval Weapons 
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Station; the Shore Intermediate Maintenance Activitv at Naval Station, Ingleside, 
Texas; the Magazines - Phase 1 at Naval Station, Ingleside, Texas; the Storage Facility 
at the Naval Supply Center at Jacksonville, Florida; and the Aircraft Maintenance 


Hangar at Naval Air Station, Memphis, Tennessee. 
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FIGURE 5-6: NUMBER OF UNFO CHANGES 


The five projects previously listed with no UNFO changes also had no cost 
associated with that category, but they were not the low cost for this change code. The 
Underwater Research and Development Facility at Naval Coastal Systems Laboratory 
in Panama City, Florida was lowest with a credit to the Government of $67,051. The 


Electrical System Distribution Repair at the Naval Shipyard in Charleston, South 
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Carolina had the highest UNFO cost ($1.4 million). The UNFO change cost is shown 


in Figure 5-7. 


UNFO CHANGE COST ($) 
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FIGURE 5-7: UNFO CHANGE COST 


These figures show a graphical representation of the variables considered in the 


analysis. The complete spreadsheet with project names and the specific values for the 


different variables is included in the Appendix. 





СНАРТЕК 6 


ANALVSIS OF DATA 


TOTAL NUMBER OF CHANGES 


The data for Total Changes versus Input Index is shown in Figure 6-1. The 
scatter of the data prevented construction of a statisticallv significant model using 
regression techniques that could predict behavior of total number of changes with 
known Design Input Index. Linear, polynomial, and logarithmic analyses were done 
on the data. The coefficient of determination (R?) for all fits was below 0.20. The data 
does have some value, however. Except for three projects, the total number of changes 
appeared to focus toward a lower number as input index increased. At lower input 
index, there was more scatter. This is an important result, because it tells the Navy 
that, with a low input index, the change results will be less known than if the input 
index is higher. With the focussing of the data, there should be fewer changes on the 
project. This focussing could be anticipated knowing the elements that make up the 
Design Input Index. With better project definition, experienced construction people 


would expect there to be fewer changes on the job. 


TOTAL CHANGE COST 


Figure 6-2 shows the data plot for Total Change Cost versus Design Input 
Index. Analysis of these data gave a very flat reading. The correlation for a linear fit 
was less than 0.09. The flatness of the data indicates that there is very little correlation 


between the cost of the total number of changes and the Design Input Index. While 
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FIGURE 6-1: TOTAL OF CHANGES VS. DESIGN INPUT INDEX 
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FIGURE 6-2: TOTAL CHANGE COST VS. DESIGN INPUT INDEX 
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there is more scatter in the plot at low input index, it is not substantial. Most of the data 


points are grouped below $500,000, regardless of their input index. 


NUMBER OF EROM + DSGN CHANGES 


The number of EROM + DSGN changes is shown plotted against Design Input 
Index in Figure 6-3. In this case, the data are scattered all over the graph. Coefficients 
of determination for this comparison were very low for all categories, so no statistical 
model could be developed using regression techniques. The same observation about 


the data for total number of changes holds true in this case also. The data has an 


EROM + DSGN (# of changes) 
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FIGURE 6-3: NUMBER OF EROM + DSGN CHANGES VS. DESIGN 
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apparent focus toward the low end of the cost scale, with the exception of three 
projects, when input index is increased. This is verv important because it shows that it 
is possible that, if input index is increased, there will be fewer design-related changes 
during construction. Certainly there is more scatter, and therefore less certainty, at or 
below an input index of 500. Most of the focussing in this area occurs after the 500 


level. 
EROM + DSGN CHANGE COST 


Analysis on the cost of EROM + DSGN changes versus the Design Input Index 


did not yield any statistically significant models. All coefficients of determination were 


EROM 4 DSGN CHANGE COST ($) 
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FIGURE 6-4: EROM 4 DSGN CHANGE COST VS. DESIGN INPUT 
INDEX 
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below 0.08 for linear and polvnomial approaches. The data in this area is mostly 
grouped between zero and $150,000. There are some projects outside those bounds, 
but the majoritv are within them, regardless of input index. There is no apparent impact 
of higher input index on the cost of EROM 4 DSGN changes. Figure 6-4 shows the 


plot of EROM 4 DSGN cost versus input index. 


NUMBER OF UNFO CHANGES 


Figure 6-5 shows the number of UNFO changes against input index. Again, 


the statistical analyses did not give any significant results. Coefficients of 


# UNFO CHANGES 
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FIGURE 6-5: NUMBER OF UNFO CHANGES VS. DESIGN INPUT 
INDEX 





determination were below 0.10 for all models. The same observations regarding 
focussing of data discussed before hold true for this categorv. The data tends to focus 
to the low end of the number of changes axis as the input index increases. This result 
could be anticipated knowing the make-up of the Design Input Index. As the project is 


more well defined, there should be fewer unforeseen problems. 
COST OF UNFO CHANGES 


The plot of UNFO change cost against input index turned out to be fairlv flat 
(see Figure 6-6). Coefficients of determination for this categorv were all below 0.20, 
so there were no statisticallv significant models for the relationship between the two 
variables. The data tend to focus toward zero as input index increased. This result is a 
symptom of the items that make up the Design Input Index. As scope is defined better, 
as the owner/customer participates properly in the process, as objectives are defined 
clearly, etc., the project can be expected to have less unforeseen costs, because there 
are fewer items that can be called unforeseen. The planning process creates a 
mechanism where the project becomes more clear and the design can reflect actual 


conditions and technologies that the contractor can translate into a finished structure. 
SUMMARY 


In looking at total changes, the selected change categories and costs associated 
with them, no significant statistical models based on regression analysis could be 
developed from the data. The trends in the data can provide a guide to the benefits of 
increasing the value of the Design Input Index to projects. Though a mathematical 


model was not developed out of this analysis, the results are nonetheless valuable. 
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СНАРТЕК 7 


CONCLUSIONS 


ІЁ The analvsis did not vield a statistical model, based on regression analvsis, for 
change behavior on NAVFAC projects based on the Design Input Index as formulated 


by Broaddus. 


2, Design Input Index is a good relative measure of change behavior for projects 
within the Southern Division area. It will not give an exact statistical answer for the 
number of changes in each category to expect on a given project, but it is a good 
predictor of the order of magnitude of expected changes. The benefit to increasing the 
input index is to have more certainty about the order of magnitude of changes. At low 


input index, the change behavior could be anywhere from low to extremely high. 


3. The trend shown in the analvsis for total changes, number of EROM and 
DSGN changes, number of UNFO changes and the cost of UNFO changes of 
focussing toward low values as input index increases shows that knowing the Design 
Input Index is important. Knowing that value, the senior leadership in the organization 
can have a feel for the health of a given project. If input index is high, they are 
probably in good shape. If it is low, more effort needs to be made to define the items 


which make up the index. 


4. Results of this analvsis are useful for the ROICC in the field because thev 
provide a guide for how a given project mav turn out. Knowing Design Input Index, 


the ROICC or his senior representative can assign projects to Project Managers within 
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the office. Changes make up a majoritv of the Project Manager's work effort. If the 
ROICC knows the project mav have a great manv changes, he mav want to assign that 
project to a more experienced individual. He can distribute the projects within the 
office to maximize the individual's experience and growth, but without sacrificing 


success of the project. 


>> There is no apparent correlation between Design Input Index and the direct cost 
of changes for Total Changes and EROM + DSGN changes. Indirect costs to the 
government (preparation time for estimates, negotiations, etc.) are not currently 
quantifiable, but those items are a substantial portion of aROICC Project Manager's 
job. Processing of contract modifications prevents the Project Manager from getting 
out into the field to observe and analyze their projects. The lack of direct correlation 
should not be taken as an indication that greater effort to improve the quality of design 


input would be wasted. 
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CHAPTER 8 


RECOMMENDATIONS 


ACTION BASED ON THIS RESEARCH 


۴ Because there is benefit in minimizing changes to projects in both time and 
money, NAVFAC should perform surveys to quantify Design Input Index for all 
projects in all phases of the design process. It should begin with the planning process 
and carry through until detailed design is completed. The design process milestone 
times currently in use would be ideal points to begin. Once Design Input Index 1s 
quantified, it should be used to identify problem projects early, so additional resources 


can be dedicated to make the project successful. 


2, The coding of changes needs to be standardized better in all offices for the 
Construction Management System to be of more use to executives in the organization in 
tracking changes. The bureaucratic process for both EROM and DSGN changes needs 
to be streamlined so that a ROICC in the field does not have to code a change as UNFO 
just to get funds quickly to avoid delay damages. The A/E liability question should be 
pursued, but not at the expense of the project schedule. The EFD should fund the 
change up front and seek funds from the A/E after the fact if they were liable for the 


change. 


31 There needs to be more training to familiarize people in the field with the 
different change categories and the importance of proper coding in the overall 


Construction Management Svstem. 
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FUTURE RESEARCH 


ib It would probablv be beneficial to look into the issue of improper coding of 
changes to quantifv the practice. Once the leaders of the organization know the scope 
of the problem, it can be corrected. These statistics are valuable tool to track projects, 


but if the reporting is inaccurate, those using them may make incorrect decisions. 


2 Investigation of project schedule delavs and their relationship with Design Input 
Index would be another area which could follow-on to both this work and that of 


Broaddus. 


Br An investigation into where the design errors are made that are categorized as 
EROM or DSGN could tell NAVFAC where they need to concentrate more effort 


during the planning and design stages of projects. 
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Project Data 


e Syrum 
Z 1097109 4 


dni mal 





000$ 
00:919'66$ 
000$ 
000$ 
000$ 
000$ 
000$ 

SE SE9'8$ 
00°0$ 
00°0$ 
000% 
000% 
000% 
000% 

00 TOL tS 
000% 
000$ 
000$ 
000% 
000$ 
000$ 
000$ 

?6 %1966% 
00708 
00°€86'L6$ 
00'S6v'07$ 
00°0$ 
00'0$ 
007908 %% 
000% 
000% 
00700088 
000$ 
000$ 
000$ 
000$ 
(00°998'7$) 
000$ 

00° Ir8'rs$ 
00'€9€'v1$ 
00°0$ 
00'0$ 


LSO) WOYA 


SO non So 2 Oo. OONAOO-”»O NOOO OOOO —_ OOO 00 - ао ооо сы. о 


MOYA 4 


085 
£8L 
08ў 
STS 
008 
$69 
06S 
S8P 
$09 
005 
SPL 
SCL 
SSS 
067 
605 
StS 
SPs 
OTL 
SOS 
SLS 
SCL 
56% 
689 
$59 
SLL 
059 
sts 
0t9 
96? 
OLE 
095 
1123 
Ist 
851 
OCL 
067 
56? 
SEL 
00L 
66% 
SPS 
$£9 


XAGNI LIdNI 


805% <% 
000520 8% 
00556 $ 
556'56L 7$ 
000'599'6$ 
00068145 
LS€'€L9'6$ 
8658 866 <% 
SOT ITL'8$ 
000'I vL'€$ 
0O00 TIT SI$ 
000'640'9$ 
000'L98'L$ 
000 v60'v$ 
000 СС 01% 
000 86% 5% 
?8ССІР 4% 
006 1<07% 
000758 2% 
000 255% 
000'SE€'8p$ 
000'ppI"Z$ 
608/56%% 
000 69% 
000156719 
000'00°$ 
797 619'7$ 
LSEBLSZS 
000820%1% 
061%%<87% 
000'OZL'TS$ 
O00'LCL'v$ 
000'6pS'ES 
119'££6'v$ 
000'OvS'v$ 
000'601'8$ 
000'989' p$ 
$Є1°@2$0'2$ 
000'O£8'G$ 
0002088 
0L6'66L'C$ 
? 127708 <% 


QAVAV 'IVILINI 


vI€'COS'c$ 
668'080'8$ 
STE SHOES 
€S9'SL8'7$ 
O8t'ZLLOTS 
LOv'€9€'L$ 
6£S' €bL'6$ 
851°6591°#$ 
EIL'ESO'6$ 
697'098'€$ 
LvCOCL'STS 
Р06'С91'9$ 
€£09'cv0'6$ 
S6I'€9c v$ 
ZLL'VEEOIS 
$7Z'090'9$ 
С9081%<% 
OvL'6£0'7$ 
9LS'S98'7$ 
890'985'S$ 
081'00t'87$ 
9LI'6c6'c$ 
6£9'019'v$ 
SS9'6ILT$ 
ZL6'S80'€1$ 
980'€S0'€$ 
€6L'669'7$ 
€67 v9S'TS$ 
v69'91t'vI$ 
C80'v68'7$ 
67<0867% 
9L6'86L'v$ 
SLS'6€9'€$ 
?8Є'Є00'/$ 
058 9///%% 
DO€'Z£7'8$ 
008'970'S$ 
89€ LSIZS 
ILT TES'S$ 
Otc'Seg'c$ 
LvS'OCS'C$ 
56088 5% 
AN IVA 


LNAHĦHAD 


UVONVH LNIVW JAVUOUIV 
SMOVUUVE 

Odd 

INIWLVAAL ALSVM TVIALSNANI 
SLNAWAAOĦANI DNIHLHAĦ dIHS 
ALUIIDVH INIVIN NOS St-L 
SĦAIA DNIHLHAĦ VII 

Od 1d SNOLLVUHdO NOUGVNOS 
Oda 

ДАГПОУЧЯ ЗОУЯО116 

NOLLIGAV TV LIdSOII 

ONIGTING XANIVAL TVDILAO 
WALNAD DNISSAVOĦA VLVA 
INVHAJAO A4OSSADIV TANA 
АЦЛОУЯ ХЧОМЯҸ ANIONA 
Oda 

Я$ПОНЯЧУ А\ 

I ASVHd-SANIZVOVAW 
INOHAFTALLAOdANS OLI 

VAIS 

X3IdNOD LĦOddANS dIlIS 
VNNAILNV JONVTITJAĦAS XOVAS 
ISsHM ALIGIWOH GĦTIOHLNOD 
ASHM AVIVIVIA ZVH 

ISHM LNAWdINOA ЯЗЯУЯ5 
VALNI DNINIVAL ЯЛЯЯ5ЯЯ 
NOLLIQGV GNIV 

SANIZVOVW 4 IISSIW 

O[38 GALVGIIOSNOD 

dOHS TAVHAHAO OWNWV 
SNOLLVDIHIGOW IN V'Id HIMOd 
AISNONAANA ADOCA JU 
¿ISNOHANHOLS AV TUZVU 

Маи ULSIG WALSAS DITA 
ЯЅПОНЯМУ АМ SNOISIAOĦA 
SUALUVNO GALSIINA YO THHOVE 
ĦIVAHSVM NOISOĦHOD 

GOW Odd 

Hdan 

SH: Luv nO AIO ЯОЛЯНОУЯ 
WALNAD DNINIVAL HAYISTA 
SLNAWAHAOANI NOLLVILLNAA 


LOAOUd 


79LO-€8 
9110-68 
TLTO-L8 
1100-28 
9170-£8 
7110-98 
1710-58 
8110-98 
180-8 
060098 
£8Z0-p8 
$18098 
0580-18 
6800798 
1£90-58 
182098 
1600-88 
8900-88 
$ 700-88 
67L098 
887098 
£L0098 
L9y0-L8 
0000798 
COOT-P8 
8010-98 
{10-98 
£600-L8 
2090-58 
9900-98 
TS10-S8 
?І0ОІ-?8 
1110-98 
sTTo-18 
(909% 
1870718 
0420-98 
170-98 
1790-98 
С1Р0-/8 
9600-98 
T7810-v8 


ON LOVULNOO 


NL SVN SINdA HA 
NL SVN SIHdIAHIN 
NL SVN SIHdANANW 
H SN LUOHAVW 

АН SN LIOJAVIA 
XL SVN Y TIA SONIA 
SVN A LSAM ATA 
SW HAV JTTSATA 
SW 81V ЯЯ15343 
OSN XVI 

dSOHAVN XVI 

SVN XVI 

JVQAVN XVI 

TH dAGVN XVI 

TA dAGVN XVI 

XL SCISHTONI 

XL SISA TONI 

XL ACIS IONI 

XL 3GIST IONI 

XL ACISATONI 

XL AGISĦIDNI 

VO ITHASNIAMVH 
SW EIN LIOdTINO 
SW OWON LYOdTIND 
SW OWON LYOd-TIND 
IS ITUANITUO 

XL SVN SVTIVG 
SAN NOLSJTAVHƏ 
SMN NOLSYTAVHD 
SAN NOLSITAVHD 
ASN NOLSATAV HI 
ASN NOLSHTYVHO 
ASN NOLSATHV HO 
ASN NOLSATHV HO 
ISN NOLSATAVHO 
SN NOLSHTYVHO 

OS HIHV NOLSATAVHJ 
IS LAOANVIH 

УЛ ЯЧУ ЯТУА5ИЯУЯ 
GNV'ISI SO4QNV 
XLOTIMIVAV 

VD ANVETV 


NOILVOOT 





CL OET OSS 
LS'668'SS$ 
9L'9c8'L€$ 
00'9L1'91$ 
00'09€'9171$ 
Co LOY PICS 
GL'r68'€8$ 
09'06p"891$ 
67 80S'7EE$ 
00'816'191$ 
00'£8l'9tv$ 
00878 061% 
0O'EST LOT IS 
00°S80'8SI$ 
00'868'65€$ 
00752 1,8% 
00`800'Є1$ 
DO'OPTTELS 
00'915'8$ 
00`210°59$ 
00 TETEOLS 
00'S8T ST8$ 
Lv v€8'CVIS 
LL'LL8'00T$ 
00'€L6'8CI$ 
00'980'££$ 
00'675'08$ 
(81 £90'p1$) 
00 <8% 6865 
802<6 665% 
8l 6v*v'6Cv$ 
00916115 
00°SLS'06$ 
Ov'ELL vvUTS 
8905896% 
ITOOEETIS 
LP’OSO'LPES 
00’ EEL'LLES 
TP 79OP'TETS 
00'168'€11$ 
66 P80 17$ 
00`0Є1'9/$ 
LSOD 


ЯОМУНӘ “IVLOL 


01 
SI 
cl 
pl 
vs 
0c 
07 
0t 
6l 
0c 
9r 
vC 
£c 
Le 
ST 
SI 
pl 
y 
$ 
tl 
85 
tl 
8 
01 
ti 
v 
SI 
L 
8£ 
Ll 
61 
v 
07 
69 
LC 
SI 
LC 
el 
IC 
91 
vi 
ti 


S39NVHO IVLOL 


00`0$ 
(68668 <%) 
007256114 
007516 <<% 
OO TIC TOS 
76 <69121% 
00`1$5'9/$ 
Ev v8S'p8S 
007666 %02% 
000$ 
00:58178<% 
(00'970'61$) 
(0084918) 
00'608'8€$ 
00'L06'p7$ 
007100915 
00`00$$ 
000$ 

OO LLL TS 
000$ 

(00°71 8'0€$) 
00°0S0°6€7$ 
19:180<% 
OO LIS 

DO SES'SS$ 
0016621% 
00 Plt'CI$ 
00'0$ 

00 798'0£$ 
80'LS6'9$ 
81`6бўЄ'69С$ 
(00°67L$) 
00'608'L€$ 
05'095'9Е7'1$ 
?С16С1,8% 
PTSEP LS 
00'000'£$ 
00'1 SE'09$ 
169064 
00'91€'86$ 
97 000' 17$ 
OO 8LT LIS 


LSO9 OANA 


чэ ос г- сч сп сї сч оо Q r- — NNO OTM NK NNN OK SH mm Fre vo wo б Ос — чш бс 


ОАМП # 


TULSOTES 
TV SEG ETS 
9L'990'p7$ 
00 190'9£$ 
L9 vi v'LLUS 
00'0$ 
00'Eve'L$ 
69'689'8$ 
617016584 
00'816/191$ 
00'87p"897$ 
00920645 
00265165 
00'8€0' 87$ 
00080 t€1$ 
00'0LC'9L$ 
00'£08$ 
00'0$ 
00'667'L$ 
00'9£8'99$ 
(00'T8T Tr$) 
0016615 
76 TELOLS 
LUGE LIS 
OO 1C6 TS 
000$ 
00'SEL' STS 
Sr 987$ 
007218015 
00754,6 5% 
007006 11% 
0070% 
00698715 
ІРІСС TSS 
16961885 
69710515 
70996 011$ 
O0'C8€'L1ES 
00 OST $ 
00`{9#'01$ 
Є/`781$ 
007071:95% 


LSOD NDSA 


WO roo crt - oo 


Qc Om o а 


Еп = еее е г 


nm © A 


NDSG $ 


(9140-68 
91/0-58 
CUCO-ES 
1100-28 
91T0-£8 
2110-98 
1y10-58 
8110-98 
LC80-€8 
0600-98 
£870"P8 
$L80-98 
0680-18 
6800-98 
1£90-58 
1£L0-98 
1600-88 
8700-88 
5700-88 
67L0-98 
8870-98 
£L00-98 
1970-18 
0700-98 
7001-18 
8010798 
110-98 
£600-L8 
7090-68 
9970-98 
CSLO-S8 
vlol-v8 
1110-78 
100718 
£9T0-98 
1820-18 
OLCO"*8 
LCv0-98 
1790-98 
С1?0-/8 
9600-98 


2810-p8 
ON 
LJIVALNOD 





6# OLO OSES 


000% 


000$ 
0005 


OZ O87 PIS 
00'0$ 


000$ 
000$ 
000$ 
000$ 
000$ 
000$ 
000$ 
000$ 


LSOD HOYA 


сс 


O + 


oo осо осоо 


о о 


ИОЧЯ # 


(СЗлв) ZLS 


86V 


6p 
0:9 


OI? 
SOv 


59 
РР 
095 
SES 
OSE 


Oss 
$58 
596 


XAQGXI LMdNXI 


602°99#'12%$ 


000'Lv8'9$ 


000'961'£$ 
IET LOT PS 


SIC OSES 
000° TSI S$ 


000° TLt'T$ 
TLO'TT VVS 
000'ESP"ES 
000'£17'8$ 
000'9SL'1$ 
O8L'vL6'ES 
00089 2% 
000' €9v'7$ 


АЯУАУ ЛУІЛІКІ 


(91788 Г sees 


97697119 


664759 %% 
8/90 t$ 


196'09L'€$ 
c9L'9L8'S$ 


8:916/%% 
9E8'L6S VS 
6L9°999'€$ 
98C 9LC'8$ 
0t6'IL€'c$ 


CS 866° €$ 
S9S'1OS'Z$ 
68€ LE8'T$ 


AMIVA 
LNAAAND 


TVLOL 


YALNAD LHOdANS ASVH 
OTE 
SĦILĦVQOQVIL JDAOH HIV 


Наза ччїлу 


DNIGUNA DNINIVAL HAĦASHA 
NOLLIGAV ATddNS AHLVM 
INHALVHUL 

ALSVM TVIRLSOMGCNI 

DJVA SNOILVAAAO HMALMAANOD 
ALITOVA DNAL LNAW RLLSNI 
DVA AdA JIMALS LAVĦDOAIV 
LASVIId-V SNOVUAVE EVITA 


ALTOVA Gd 9 Y YALVMYHUANA 
ALTOVA ONINIVUL SNOdVAM 
INSHINHAOWdINI SHLLEILLCO 


LO3fO?d 


6900 v8 


Lv6O- v8 
v000-v8 


1424417: 
95020-8 


8550-98 
£220-98 
VOTO v8 
0101-78 
s0r0 98 


0570-58 
6660-78 
OvOO-L8 
ON 
LIVALNOD 


ƏS HAV MVIIS 


OS gAV MVHS 


ƏS AV MVHS 
JAN 
АА HOVHH VHIATH 


2 Ad V'IOOVSNHd 


JMd VIODVSNAd 
OLLN VIODVSNAd 
ILLN VTIODVSNAd 

H dAGVN VIODVSNAd 


SW VSN VINOOVOSVd 
14 
JSON ALID VAVNVd 


“LI OLN OUNVTHO 
H JAN OGNVTIHO 


NOLLVOO'I 


S8'SHZ'LOP SIS 


00'919'9v£$ 
IL’S6L'LSP$ 
00279 00% 
PS S6L'7S7$ 
00'79L'p69$ 
*L'SC9'6LCS$ 
Lv 9v0'081$ 
OO IT PI'LIZ$ 
OO'TIE'L9$ 

TE0£6'S19$ 
00'€9L'£7S 

80'S98'81$ 

00°€6€°L67$ 


LSOD 
JINVHI TVLOL 


161 


ts 
Sy 
91 
6t 
ЕС 
cl 
а 
1 
tv 
ty 
91 
П 
E 


SAINVHI IVLOL 


Lv Se'Cev'eg 


00'916'06$ 
00'097'Z1$ 
00'OST' SvIS 
00 89S' LES 
00'EZ1'60L$ 
tT £9t'IbIS 
ІС СЕС 8Е% 
00'09T' LES 
001922% 
Lt' LO£'8SS$ 
(00°150°19$) 
(SP Tro'TIg) 
00'6L£'99$ 


LSOD OANA 


STE 


= у NO Dd E 


© 


Sw 


OANA $ 


96`016'Є61'Є$ 


00'Sv8'9v$ 
001<9 89% 
000002%% 
9999 15$ 
00`9Єў'11$ 
OS’SLI'BEIS 
S9'OSE'6v$ 
09'188'Lv$ 
69562 98% 
02 19ғ%9% 
00 LO£'LT$ 
87067919 
00 t TO'L€c$ 


LSOD NOS 


РЕ 


pur O SA NA р 


кова # 


6900-78 
(9060-78 
РООО-Ӯ8 
1414641: 
9500-58 
8550-98 
€7C0-98 
РОРО-Ӯ8 
0101-78 
6070-98 
0570-58 
6660778 
0700-48 
ON 
LOVHINOO 


Ni 





8 а 





СНАРТЕК 10 


GLOSSARY OF TERMS 


CERTIFIED READY FOR DESIGN: A NAVFAC program to improve the 


quality of scope definition on Navy MILCON projects. 


DESIGN INPUT INDEX: A measure of design effectiveness developed by James 
A. Broaddus in his doctoral dissertation which has a value from 100 (poor) to 1000 


(superior). 


DSGN: The NAVFAC contract modification reason code denoting a "Design 
Deficiency." This category is used when there is a designer mistake or a design 


omission for which the A/E has been found not responsible. 


ENGINEERING FIELD DIVISION (EFD): A branch of NAVFAC which is 
responsible for execution of the facilities program within a defined geographic area. 
The EFD is responsible for planning and execution of the Military Construction 


Program for their area. 


EROM: The NAVFAC contract modification reason code denoting an "error or 
omission" in the project design. This category is used if A/E liability for the change is 


being investigated or if the A/E has agreed to pay for part of the change work. 


MILITARY CONSTRUCTION (MILCON) PROGRAM: The Navy shore 


facilities capital improvement program. All new construction projects with dollar value 
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over $200,000 are included in this program which is authorized annuallv bv the 


Congress as a part of the Department of Defense budget. 


NAVAL FACILITIES ENGINEERING COMMAND (NAVFAC): The 
engineering organization within the United States Navy responsible for all Navy shore 


facilities. 


RESIDENT OFFICER IN CHARGE OF CONSTRUCTION (ROICC): 
The field office of the EFD responsible for actual field construction of new projects. 


They administer the construction contract after it is awarded. 


SOUTHERN DIVISION (SOUTHDIV): The EFD responsible for the 


geographical region in Southern United States from South Carolina to New Mexico. 


UNFO: The NAVFAC contract modification reason code denoting unforeseen 


conditions. 
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